Aquatex 9000


A High Performance Fully Synthetic Grinding Fluid Concentrate





Texaco's Aquatex 9000 is a high performance mineral oil free watermix product, formulated to offer substantial improvements in the key performance areas of foam control, corrosion protection and the settlement of fines.


Application


Aquatex 9000  is particularly suited to grinding operations and especially where high pressure systems are employed.  The product is excellent for surface grinding, centreless grinding and cylindrical grinding of both ferrous and non ferrous materials.  The outstanding washing action of fully synthetic fluids prevents the clogging of the grinding wheel thus reducing friction and improving machining quality.


Aquatex 9000 is formulated to minimise foaming tendencies, a problem associated with high pressure grinding systems and also to promote rapid settlement of fine metallic particles and grinding wheel debris.


Product Benefits


Minimises foaming even in softest water conditions and when pumped at high pressure


Rapid settlement of fines and debris


Maximum heat dissipation


High resistance to corrosion


Does not produce sticky deposits; no gumming of machines


Excellent workpiece visibility due to transparent solution


Long term resistance to bacterial and fungal attack


Resist tramp oil


Non-phenolic; nitrite free	


Aquatex 9000 offers a solution for all grinding operation requiring a high degree of cooling and can also be considered for light machining operations.


Mixing


It is important when mixing to ensure that the oil is added to the water and not vice-versa, as this would cause emulsion stability problems.


Concentration Recommendations


Surface and cylindrical grinding	2-3%


Centreless grinding	3-5%


Form grinding	5-10%


Refractometer Correction Factor Reading x 1.8 = Percentage mix


To maximise fluid life:


Always top up with emulsion-never add water


Keep system free from contaminants


Remove tramp oil periodically


Monitor dilution regularly


Use automatic mixer whenever possible�
Health and Safety


Aquatex 9000 has been formulated to the highest safety standards and is unlikely to present any significant health and safety hazards when used properly in the recommended application and when good standards of industrial and personal hygiene are maintained.  However, should eye contact occur, flush for a minimum of 15 minutes with clean water.  A comprehensive Materials Safety Data Sheet is available on request and is supplied as a matter of course to purchasers of this product.


Typical Data


Appearance�
Fluorescent green fluid�
�
Specific Gravity at 20 o C�
1.11�
�
pH @ 3% Emulsion�
9.5�
�
IP 287 Corrosion Test	�
2.0% breakpoint�
�
Emulsion Type	�
Clear Fluorescent Green Solution�
�
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For further information, please contact your local Area Manager, or stockist.


