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DESCRIPTION

Aquatex 9000C is a biostable, fully synthetic grinding fluid which gives high levels of corrosion protection at low concentrations.  The grinding fluid has been specially formulated to reduce the extraction of cobalt into solution during operations utilising carbide tooling.

Aquatex 9000C has been developed to overcome cobalt leaching problems experienced with tungsten carbide tooling systems.

BENEFITS

Aquatex 9000C has following benefits:
· Low foaming tendency

· Suitable for surface and cylindrical grinding

· Compatible with a full range of feedstock’s
· Highly resistant to bacterial and fungal degradation

· High levels of ferrous corrosion inhibition
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APPLICATION
Aquatex 9000C is suitable for grinding of all ferrous materials including cast iron.

PRODUCT RECOMMENDATIONS AND APPROVALS

PRODUCT MAINTENANCE
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	Storage and handling :

Product should be stored under cover. Ambient temperatures should be above 0°C and below 30°C. Avoid water collecting in the rim op upturned barrels.

	
	Shelf Life :

Aquatex 9000 C has a shelf life of 6 months from the date of supply

	
	Product mixing :

Texaco advise the use of automated fluid mixing systems. If the fluid is to be mixed by hand, always add the concentrate to water whilst agitating. Emulsion strength should be checked by using a calibrated Refractometer. Details of suitable mixing equipment and Refractometer are available from the local Texaco technical department.


REMARK

The information given in the typical data does not constitute a specification but is an indication based on current production and can be affected by allowable production tolerances. The right to make modifications is reserved. This edition supersedes all previous editions and information contained in them.
	
	[image: image3.wmf]
	PRODUCT

INFORMATION

	
	TYPICAL DATA


	

	AQUATEX 9000C


	Code number
	
	36595

	ETL - number
	Test methods
	08563

	Appearance
	
	Amber liquid

	Density at 20°C; kg/L
	ASTM D1298
	1.13 – 1.17

	Oil Content, %
	
	0

	Refractometer index
	
	1.1

	pH at 3%
	ASTM D1287
	8.5

	Cast Iron corrosion test
	IP 286
	2% BP

	Total alkalinity, % KOH
	ASTM D974
	18.8 –19.6

	Emulsion stability @ 3%

In 50 ppm
	DIN 51 367
	Clear solution

	Product stability
	
	Stable amber liquid

	
	
	

	Recommended concentrations

	Normal grinding
	3 – 5%


HANDLING PRACTICES
For information on the safe handling and use of this product, refer to the Material Safety Data Sheet (available on the Texaco PSI Intranet Site).

	TEXACO TECHNOLOGY GHENT

	
	AQUATEX 9000C
	(page 1 of 3)



_982744816.doc













