Cleartex L 10


Neat Metalworking Oil





Texaco's Cleartex L 10 is manufactured from highly refined paraffinic base oils and blended with rust and oxidation inhibitors.  


Cleartex L 10 contains non-active extreme pressure and lubricity additives to promote extended tool life and provide excellent surface finish especially on difficult to machine ferrous and non-ferrous metals.


Applications 


Cleartex L 10 was primarily developed for use in single and multispindle automatics for the general machining of a wide range of metals. The inclusion of extreme pressure and lubricity additives permits the use of Cleartex L 10 in more arduous operations such as blanking, severe screwing and tapping operations.


Product Benefits 


Light viscosity, excellent cooling and swarf separation 


Pale in colour, good visibility 


Inactive extreme pressure and lubricity additives for multi-metal use 


Effective anti-mist additive for cleaner healthier working environment 


Contains anti-foam


Health and Safety 


Cleartex L 10 has been formulated to the highest safety standards and is unlikely to present any significant health and safety hazards when used properly in the recommended application and when good standards of industrial and personal hygiene are maintained.


However, should eye contact occur, flush for a minimum of 15 minutes with clean water.


A comprehensive Materials Safety Data Sheet is available on request and is supplied as a matter of course to purchasers of this product.


Typical Data





Density at 15 °C, g/ml�
0.863�
�
Kinematic viscosity at 40 °C mm²/s�
10.0�
�
Colour ASTM�
2.0�
�
Pour point, °C�
-9�
�
Flash point, °C (COC)�
140�
�
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For further information, please contact your local Area Manager, or stockist.


