Clingtex 100


Industrial Products





Texaco's Clingtex 100 is specifically designed for the lubrication of the cutting chain on power saws. Clingtex is a high quality solvent refined oil formulated with special additives to give maximum protection against rust, corrosion, foam and wear. It also contains an adhesive agent which resists the tendency for the lubricant to be flung off the chain while it is in operation.


Clingtex 100 is widely used throughout the Lumber, Tree-Felling and Tree-Surgery Industries and carries the recommendation of many notable users and manufacturers of power saws.


Clingtex 100 is recommended for the lubrication of the cutting chain on power saws. It may be applied directly to the chain using an oil-can or filled into the reservoir which automatically lubricates the chain.This product is eminently suitable for the chain lubrication of all types and sizes of power chain saws whether engine or electrically driven. It is important to remember that Clingtex 100 is not suitable for engine lubrication. Therefore it should never be used to fill or to top-up the engine crankcase.


Benefits


Clingtex 100 will provide the following benefits:


High anti-wear characteristics for extended chain life


Good oxidation resistance to prevent varnish and deposits forming in the chain links:


Rust and corrosion protection for the chain links, guides and saw teeth


Tackiness feature to give good adhesion to the chain in operation


Excellent lubrication standard for ease of service.


Health and Safety


Clingtex 100 has been formulated to the highest safety standards and is unlikely to present any significant health and safety hazards when used properly in the recommended application, and when good standards of industrial and personal hygiene are maintained. However, should eye contact occur, flush for a minimum of 15 minutes with clean water. A comprehensive Materials Safety Data Sheet is available on request and is supplied as a matter of course to purchasers of this product.


Typical Data


Density at 15 oC�
0.893�
�
Colour�
1.5�
�
Flash Point, COC, oC�
210�
�
Pour Point, oC�
-27�
�
Viscosity cSt at 40 oC�
95.3�
�
Viscosity cSt at 100 oC�
10.55�
�
Viscosity Index�
92�
�
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For further information, please contact your local Area Manager, or stockist.


