EDM Fluid 5 


Cutting Oils





Texaco's EDM Fluid 5 is a high flash point, low viscosity oxidation resistant oil recommended for electrical discharge machining.  It is based on low viscosity mineral oil, which has undergone a specific treatment to obtain good insulating characteristics.


Benefits 


High flash point 


Low viscosity 


Good oxidation resistance 


Low tendency to evaporation 


Dissipates heat quickly


Low odour and light colour, allowing good visibility of machining process 


Quickly settles metal particles


Easy to filter


Compatible with most synthetic rubbers


Health and Safety 


EDM Fluid 5 has been formulated to the highest safety standards and is unlikely to present any significant health and safety hazards when used properly in the recommended application and when good standards of industrial and personal hygiene are maintained.


However, should eye contact occur, flush for a minimum of 15 minutes with clean water.


A comprehensive Materials Safety Data Sheet is available on request and is supplied as a matter of course to purchasers of this product.


Typical Data


Density at 15 °C, g/ml�
0.832�
�
Kinematic viscosity�
�
�
at 40 °C, mm²/s�
4.2�
�
at 20 °C, mm²/s�
6.7�
�
Flash point, °C  (COC)�
125�
�
Pour point, °C�
-3�
�
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For further information, please contact your local Area Manager, or stockist.


