EDM Fluid H Series


Metal Working Fluids





Electrical discharge machining has expanded from machining processes once reserved for 'toolroom' one off applications to encompass production machining of automotive and aerospace components where the precision offered by the process can be taken advantage of.


To meet these demands Texaco's EDM Fluid H2 and H5 have been developed.


EDM Fluid H2 is an electrical discharge machining oil specifically recommended for fine cutting and fine finishing operations.


EDM Fluid H5 is recommended where the requirement is for more course finishing and shaping operations.


Based on narrow cut, specially refined hydrotreated and hydrocracked base oils the EDM Fluid H Series offers the safety factor of a high flash point and excellent resistance to oxidation thus limiting the formation of sludge in the machine.  The heat dissipation performance of the fluid improves the life of the electrodes and promotes long service in the bath


Benefits


Quickly settles fines and metal particles 


Easy filtration


Rapid heat dissipation


Reduces electrode wear


High flash point


Excellent resistance to oxidation - reduces sludge formation.


Low odour


Light colour allows good visibility of machining process


Superior finish on complex component profiles


Health and Safety 


The EDM Fluid Series has been formulated to the highest safety standards and is unlikely to present any significant health and safety hazards when used properly in the recommended application and when good standards of industrial and personal hygiene are maintained.


However, should eye contact occur, flush for a minimum of 15 minutes with clean water.


A comprehensive Materials Safety Data Sheet is available on request and is supplied as a matter of course to purchasers of this product.�
Typical Data


�
EDM Fluid H 2�
EDM Fluid H 5�
�
Density at 15 °C, g/ml�
0.801�
0.828�
�
Kinematic viscosity�
�
�
�
at 40 °C, mm²/s�
2.3�
3.8�
�
at 20 °C, mm²/s�
�
6.3�
�
Flash point, °C  (COC)�
101�
142�
�
Appearance�
Water white�
�
�
Colour, Sabolt�
+25�
<0.5�
�
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For further information, please contact your local Area Manager, or stockist.


