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TECHNICAL DATA SHEET 

GULFCUT CLEAR
DESCRIPTION

GULFCUT CLEAR is a low-oil, high performance semi-synthetic soluble metalworking fluid that produces an ultra stable micro emulsion. This product has been designed to provide the maximum possible sump life in arduous operating conditions, and is particularly low foaming, even in soft water conditions. 

As the name suggests GULFCUT CLEAR has been designed to provide enhanced work piece visibility, and has a highly visible fluorescent green emulsion.

TYPICAL APPLICATIONS

GULFCUT CLEAR is suitable for most chip forming processes including sawing, turning, milling, drilling and threading. It is also suitable for general-purpose surface, cylindrical and centreless grinding.

MATERIAL COMPATIBILITY

GULFCUT CLEAR is suitable for machining a wide variety of materials including low to medium tensile steels. The performance on Cast Iron is excellent.

GULFCUT CLEAR IS FREE FROM:

Triazine

Chlorine

Sulphur

Sodium Nitrite

Phenols
CONCENTRATIONS

General machining 



4% to 6%

Thread cutting




5% to 7%

Milling





5% to 7%

Grinding, centreless, cylindrical, surface
3% to 5%

TYPICAL PHYSICAL PROPERTIES

	Concentrate Appearance 
	Clear Amber Fluid

	Emulsion Appearance
	Fluorescent Green

	Foaming Tendency
	Very Low

	Refractometer Factor 
	1.3

	Mineral oil content
	20%

	pH @ 3%
	9.2

	IP 287 Corrosion Test %
	2.0

	Defoam ml (3% in 50ppm water)
	Nil @ 5 Seconds

	Refractometer Factor
	1.5



