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TECHNICAL DATA SHEET 

GULFCUT ESL
DESCRIPTION

GULFCUT ESL is a multipurpose, ultra long life semi synthetic soluble cutting and grinding fluid. It has been specially formulated for excellent bio-stability, and, as well as resisting bacterial degradation, the high level of lubricity additives provide superb machining performance on difficult operations.

MATERIAL COMPATIBILITY

GULFCUT ESL has been designed for use on difficult to machine materials and Aluminium alloys. It can also be used on a wide variety of ferrous materials.

GULFCUT EXCEL IS FREE FROM: Triazene, Chlorine, Sulphur,

 NP Ethoxylates, and Phospherous.

BENEFITS

Highly bio-stable emulsion for ultra long sump life, free from bad odours.

Easily maintained in any systems.

Stable in a wide variety of water conditions, typically between 50 and 400ppm Calcium.

Low Foaming

Excellent machining performance.

TYPICAL APPLICATIONS

General machining ferrous



4% to 6%

General machining Aluminium alloys


4% to 6%

Deep hole drilling, boring



6% to 8%

Reaming, tapping




6% to 10%

Creep feed grinding




3% to 4%

TYPICAL PHYSICAL PROPERTIES

	Appearance
	 Amber Fluid

	Emulsion Type
	Semi Translucent

	Foaming Tendency
	Low

	Specific Gravity 
	0.97

	Mineral oil content
	50%

	pH @ 3%
	9.6

	IP 287 Corrosion Test %
	2.0

	Defoam ml (3% in 50ppm water)
	Nil @ (30 Seconds)

	Refractometer Factor
	1.1



