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GULFCUT EPXL
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GULFCUT EPXL is a biostable semi synthetic cutting fluid specifically formulated for the most arduous operations. Fortified with extremely high levels of Extreme Pressure and Lubricity Additives in a product that has the further Health and Safety benefits of being Chlorine, Nitrite, and Phenol Free. GULFCUT EPXL is designed to provide extended tool life and has the ability to perform the most difficult machining operations, whilst maintaining excellent emulsion stability.

Benefits

	· High resistance to bacteria attack
	· Very long sump life

	· Low foam in soft water.
	· Free from Chlorine, Nitrites, Phenols, Sodium MBT, PTBBA.

	· High Lubricity
	· Very economical in-use

	· Excellent wetting performance 
	· Excellent resistance to tramp oil contamination

	· Long term emulsion stability
	· Superb surface finish


Containing such a high level of Lubricity, GULFCUT EPXL is able to tackle operations that have traditionally been the preserve of neat cutting oils or vegetable oils, such as Tapping and Threading of high tensile steels and gear cutting operations. The use of water- based fluid on such operations brings the additional benefits of improved cooling and therefore higher production rates, cleanliness, removing the need for expensive degreasing operations and greatly improved health and safety operator acceptability.

Typical Physical Properties

	Appearance
	Deep amber fluid

	Specific Gravity
	~1.0 1

	Foaming Tendency
	Low (100ppm water)

	Viscosity at 40oC
	~50cSt

	EP Performance
	Very high

	IP287 Corrosion Test
	2%

	Usage Concentration
	3-6%

	Ph @ 3% Emulsion
	9.2



