Texguard LT

Rust Preventative



Texaco's Texguard LT is a high flash point barium and secondary amine free solvent deposited water displacing thin film corrosion preventative

Application

Texguard LT is an excellent general purpose rust preventative providing medium to long term protection of ferrous and aluminium alloy components.  It is especially suited for protection during storage of machined parts; for example, engine components, automotive parts and all extruded and machined surfaces.  The protective film is very efficient against acidic and other aggressive materials.

Texguard LT can be applied by dipping, spraying, or brushing.  If brushed care must be taken not to introduce dirt or brush fibres onto the surface as this may significantly effect the anti-corrosion performance.

Removal - Texguard LT can be removed with a hydrocarbon solvent or a suitable alkaline cleaner.

Health and Safety

Texguard LT has been formulated to the highest safety standards and is unlikely to present any significant health and safety hazards when used properly in the recommended application and when good standards of industrial and personal hygiene are maintained.  However, should eye contact occur, flush for a minimum of 15 minutes with clean water.  A comprehensive Materials Safety Data Sheet is available on request and is supplied as a matter of course to purchasers of this product.

Protection

Indoors	2 years

Covered Outdoors	1 year

Outdoors	6 months

Storage - Store in dry conditions away from other combustible materials, heat and direct sunlight.  Protect from frost  

Typical Data

Specific Gravity at 20 °C�0.850��Film Type�Grease Film��Drying Time at 20 °C�90 minutes��Flash point (SFCC) °C�65��Dry Film Thickness (Dip)�5.0 microns��Covering Capacity (Dip)�55 sqm/per litre��
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For further information, please contact your local Area Manager, or stockist.


