Texguard VP


Rust Preventative





Texaco's Texguard VP is a specially formulated rust and corrosion preventative oil.  It is designed for the long term protection of gearboxes and bearings in storage.   The oil has a unique characteristic in protecting not only the parts immersed in the oil but also the parts above the oil level.  This is performed by means of a rust and corrosion protective vapour given off by the oil.


Applications


It is recommended for use in the storage of bearing housings and bearings of paper machine breast, couch and press rolls.  It has proved successful in the long term protection of gearboxes in storage.  There is no need to flush or clean the housing or gearbox after use.  It is sufficient to drain the oil and then refill with the required lubricant.  It is recommended that the breather and or other openings be sealed during storage to prevent the escape of the vapour.  Escape of the vapour would reduce the effectiveness of the product.


Health and Safety


Texguard VP has been formulated to the highest safety standards and is unlikely to present any significant health and safety hazards when used properly in the recommended application and when good standards of industrial and personal hygiene are maintained.  However, should eye contact occur, flush for a minimum of 15 minutes with clean water.  A comprehensive Materials Safety Data Sheet is available on request and is supplied as a matter of course to purchasers of this product.


Typical Data


Density at 15 °C  kg/ l�
0.900�
�
Pour point  °C�
-18�
�
Kinematic Viscosity �
�
�
at  40 °C,  mm2  /s�
210�
�
at 100 °C, mm2  /s�
20.0�
�
Rust test, distilled water�
Pass�
�
Copper corrosion�
1a�
�
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For further information, please contact your local Area Manager, or stockist.


